ZEROSTART

Motorvorwarmung
Engine preheating
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ZEROSTART

Heizgerat Typ C (1,5 — 4 kW)
Heater Typ C (1,5 — 4 kW)

HIGH WATTAGE heavy duty engine pre-heater for use on medium to heavy duty vehicles —
our most powerful engine heater.

All Circulation Heaters feature:

® | ow Watt-Densi
(60-105 w/inch<) for long life

® 205°F (96°C) overheat thermostat

® NRTL/C approval (complies with UL/CSA)

(replaceable) heating elements

® Thermally isolated regulating thermostat (models with t-stat)

® Four-bolt flange for easy element replacement
® 14 gauge SJOW cord (16 in. length - 40.6¢cm)

@ Model With Thermostat Shown

Mounting space requirements (including thermostat):
27.5" (69.8¢cm) length x 3" (7.6cm) width x 6.5" (16.5cm) height.

is abrasion, oil, and grease resistant REPLACEABLE

® Nylon check valve THERMOSTATS THERMOSTAT RANGES
® Premium grade tin-plated phosphor bronze blade connections SHIEY 5{267”.,906 (A),:\EOSEQCNO'F%)O PO
® 1 inch NPT inlet and outlet 3300095 Range B: 100°F ON - 120°F OFF
® 1/4 inch NPT drain (BGIGIONSETECI0RR)

o . ) 3300096 Range C: 120°F ON - 140°F OFF
@ 3° tapered, permanent-mold aluminum housing (49°C ON - 60°C OFF)
® High capacity circulation heater w/indicator light available on page 76 3300097 Overheat Thermostat

High-Capacity Circulation Heaters - Complete kits, Ready to install
@ Furnished with cord & molded plug (4000w Model features detachable plug)

Includes: Thermostat and 2 0-Rings
Used for basic and high wattage units

WITH WITH WITH
THERMOSTAT | THERMOSTAT | THERMOSTAT REPLACEMENT

RANGE A RANGE B RANGE C WATTS | VOLTS ELEMENT

3300001 3300011 3300021 3300031 1500 120 125 3300051
3300002 3300012 3300022 3300032 2000 120 16.7° 3300062
. S - — 1500 240 6.3° 3300053
— 3300014 — — 2000 240 8.4° 3300054
3300005 3300015 3300025 3300035 2250 120 18.8° 3300055
— — — — 2250 240 9.4° 3300064
3300007 — - 3300037 2500 240 10.4° 3300057
= 3300018 — — 3000 240 125 3300058
— — — 3300039 3500 240  14.6° 3300059
— — 3300030 — 4000 240  16.6° 3300060

“Furnished with standard 120V male plug.
SFurnished with standard 240V male plug.

Furnished with high-current 120V male plug. 20 Amp electrical service required.
“Plug not attached. High-current 240V detachable male plug is provided. 20 Amp electrical service required.

A Note About Extension Cord Selection and Usage:

When using an extension cord with one or more heating devices, it is important that the TOTAL current draw of all devices not exceed the capacity of the
extension cord or the AC circuit. Use only 3-wire GROUNDED extension cords. Ground Fault Interrupter (GFI) service is also recommended. See page 86 for
more information on proper cord length and gauge.

PLUG CONFIGURATIONS

125 Volt
15 Amp

125 Volt 240 Volt

240 Volt
15 Amp

NOTE: All circulation heaters on pages 69-71 are equipped with
different male plugs depending on the wattage and voltage
requirements of the heater. This diagram shows the plug configuration
for the three wattage/voltage combinations that are used. Vehicles with
heater hose connected to radiator cannot use circulation type heaters.

Standard
Plug

Weatherproof
Plug

1/1

06.02.2008 — Anderungen vorbehalten

:



ZEROSTART

Heizgerat Typ C, Zubehor
Heater Typ C, accessories
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ZEROSTART

Heizgerat Typ D, (0,75 — 2,25 kW)
Heater Typ D, (0,75 — 2,25 kW)
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ZEROSTART

Heizgerate Rohrstiicke, Anschluf3kabel
Heater fittings, cordsets
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ZEROSTART

Heizgerate Anschlul3kabel
Heater cordsets
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ZEROSTART

Heizgerate Anschlusskabel, Steckdosen
Heater cordsets, connectors
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ZEROSTART

Heizgerate Anschlul3kabel
Heater cordsets
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ZEROSTART

Heizgerate Steckdosen
Heater connectors
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ZEROSTART

Kraftstoffvorwarmung
Fuel Heater
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ZEROSTART

Heizstab fur Wasser/Oil
Heater for Water/Oil
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ZEROSTART

Auswahltabelle
Heatersizing
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